
637
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to conduct alcohol screening tests 
under this part. You may use an ASD 
that is on the NHTSA CPL for DOT al-
cohol tests only if there are instruc-
tions for its use in this part. An ASD 
can be used only for screening tests for 
alcohol, and may not be used for con-
firmation tests. 

[65 FR 79526, Dec. 19, 2000, as amended at 66 
FR 41954, Aug. 9, 2001]

§ 40.231 What devices are used to con-
duct alcohol confirmation tests? 

(a) EBTs on the NHTSA CPL for evi-
dential devices that meet the require-
ments of paragraph (b) of this section 
are the only devices you may use to 
conduct alcohol confirmation tests 
under this part. Note that, among de-
vices on the CPL for EBTs, only those 
devices listed without an asterisk (*) 
are authorized for use in confirmation 
testing in the DOT alcohol testing pro-
gram. 

(b) To conduct a confirmation test, 
you must use an EBT that has the fol-
lowing capabilities: 

(1) Provides a printed triplicate re-
sult (or three consecutive identical 
copies of a result) of each breath test; 

(2) Assigns a unique number to each 
completed test, which the BAT and em-
ployee can read before each test and 
which is printed on each copy of the re-
sult; 

(3) Prints, on each copy of the result, 
the manufacturer’s name for the de-
vice, its serial number, and the time of 
the test; 

(4) Distinguishes alcohol from ace-
tone at the 0.02 alcohol concentration 
level; 

(5) Tests an air blank; and 
(6) Performs an external calibration 

check.

§ 40.233 What are the requirements for 
proper use and care of EBTs? 

(a) As an EBT manufacturer, you 
must submit, for NHTSA approval, a 
quality assurance plan (QAP) for your 
EBT before NHTSA places the EBT on 
the CPL. 

(1) Your QAP must specify the meth-
ods used to perform external calibra-
tion checks on the EBT, the tolerances 
within which the EBT is regarded as 
being in proper calibration, and the in-
tervals at which these checks must be 

performed. In designating these inter-
vals, your QAP must take into account 
factors like frequency of use, environ-
mental conditions (e.g., temperature, 
humidity, altitude) and type of oper-
ation (e.g., stationary or mobile). 

(2) Your QAP must also specify the 
inspection, maintenance, and calibra-
tion requirements and intervals for the 
EBT. 

(b) As the manufacturer, you must 
include, with each EBT, instructions 
for its use and care consistent with the 
QAP. 

(c) As the user of the EBT (e.g., em-
ployer, service agent), you must do the 
following: 

(1) You must follow the manufactur-
er’s instructions (see paragraph (b) of 
this section), including performance of 
external calibration checks at the in-
tervals the instructions specify. 

(2) In conducting external calibration 
checks, you must use only calibration 
devices appearing on NHTSA’s CPL for 
‘‘Calibrating Units for Breath Alcohol 
Tests.’’ 

(3) If an EBT fails an external check 
of calibration, you must take the EBT 
out of service. You may not use the 
EBT again for DOT alcohol testing 
until it is repaired and passes an exter-
nal calibration check. 

(4) You must maintain records of the 
inspection, maintenance, and calibra-
tion of EBTs as provided in § 40.333(a)(2) 
. 

(5) You must ensure that inspection, 
maintenance, and calibration of the 
EBT are performed by its manufacturer 
or a maintenance representative cer-
tified either by the manufacturer or by 
a state health agency or other appro-
priate state agency.

§ 40.235 What are the requirements for 
proper use and care of ASDs? 

(a) As an ASD manufacturer, you 
must submit, for NHTSA approval, a 
QAP for your ASD before NHTSA 
places the ASD on the CPL. Your QAP 
must specify the methods used for 
quality control checks, temperatures 
at which the ASD must be stored and 
used, the shelf life of the device, and 
environmental conditions (e.g., tem-
perature, altitude, humidity) that may 
affect the ASD’s performance.
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(b) As a manufacturer, you must in-
clude with each ASD instructions for 
its use and care consistent with the 
QAP. The instructions must include di-
rections on the proper use of the ASD, 
and, where applicable the time within 
which the device must be read, and the 
manner in which the reading is made. 

(c) As the user of the ADS (e.g., em-
ployer, STT), you must follow the QAP 
instructions. 

(d) You are not permitted to use an 
ASD that does not pass the specified 
quality control checks or that has 
passed its expiration date. 

(e) As an employer, with respect to 
breath ASDs, you must also follow the 
device use and care requirements of 
§ 40.233 .

Subpart L—Alcohol Screening 
Tests

§ 40.241 What are the first steps in any 
alcohol screening test? 

As the BAT or STT you will take the 
following steps to begin all alcohol 
screening tests, regardless of the type 
of testing device you are using: 

(a) When a specific time for an em-
ployee’s test has been scheduled, or the 
collection site is at the employee’s 
worksite, and the employee does not 
appear at the collection site at the 
scheduled time, contact the DER to de-
termine the appropriate interval with-
in which the DER has determined the 
employee is authorized to arrive. If the 
employee’s arrival is delayed beyond 
that time, you must notify the DER 
that the employee has not reported for 
testing. In a situation where a C/TPA 
has notified an owner/operator or other 
individual employee to report for test-
ing and the employee does not appear, 
the C/TPA must notify the employee 
that he or she has refused to test. 

(b) Ensure that, when the employee 
enters the alcohol testing site, you 
begin the alcohol testing process with-
out undue delay. For example, you 
must not wait because the employee 
says he or she is not ready or because 
an authorized employer or employee 
representative is delayed in arriving. 

(1) If the employee is also going to 
take a DOT drug test, you must, to the 
greatest extent practicable, ensure 
that the alcohol test is completed be-

fore the urine collection process be-
gins. 

(2) If the employee needs medical at-
tention (e.g., an injured employee in an 
emergency medical facility who is re-
quired to have a post-accident test), do 
not delay this treatment to conduct a 
test. 

(c) Require the employee to provide 
positive identification. You must see a 
photo ID issued by the employer (other 
than in the case of an owner-operator 
or other self-employer individual) or a 
Federal, state, or local government 
(e.g., a driver’s license). You may not 
accept faxes or photocopies of identi-
fication. Positive identification by an 
employer representative (not a co-
worker or another employee being test-
ed) is also acceptable. If the employee 
cannot produce positive identification, 
you must contact a DER to verify the 
identity of the employee. 

(d) If the employee asks, provide your 
identification to the employee. Your 
identification must include your name 
and your employer’s name but is not 
required to include your picture, ad-
dress, or telephone number. 

(e) Explain the testing procedure to 
the employee, including showing the 
employee the instructions on the back 
of the ATF. 

(f) Complete Step 1 of the ATF. 
(g) Direct the employee to complete 

Step 2 on the ATF and sign the certifi-
cation. If the employee refuses to sign 
this certification, you must document 
this refusal on the ‘‘Remarks’’ line of 
the ATF and immediately notify the 
DER. This is a refusal to test.

§ 40.243 What is the procedure for an 
alcohol screening test using an EBT 
or non-evidential breath ASD? 

As the BAT or STT, you must take 
the following steps: 

(a) Select, or allow the employee to 
select, an individually wrapped or 
sealed mouthpiece from the testing 
materials. 

(b) Open the individually wrapped or 
sealed mouthpiece in view of the em-
ployee and insert it into the device in 
accordance with the manufacturer’s in-
structions. 

(c) Instruct the employee to blow 
steadily and forcefully into the mouth-
piece for at least six seconds or until
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